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• �Distilled water level in the device chamber is  
too low or the device chamber is empty.

• �The distilled water you are using is too purified.

Troubleshooting the TYVASO® Inhalation System 

• Low battery. 

• �Defective adapter (AC wall plug or 12V DC 
adapter).

Low battery (LB)

Low hydrogen (LH)

Too low

Problem Possible causes Corrective actions

• �Unplug the battery from the device. Charge 
the battery by attaching it to the AC wall plug 
and outlet. 

• �Ensure that the plug is properly connected  
to an outlet.

• �If the device is properly plugged in and still 
does not function, contact your specialty 
pharmacy provider for a replacement.

• ���Unplug the device from its power source.  
Empty the device chamber then refill it with  
45 mL of distilled water.

• ���Empty device chamber. Add 1 teaspoon of  
tap water to the measuring cup. Fill measuring 
cup to 45 mL line with distilled water. Pour 
measuring cup’s contents into device chamber.

• �Damaged medicine cup.

• ��Distilled water level in the device chamber 
is too high.

• ����Multiple medicine cups attached to the 
dome assembly.

No medicine comes out of the device 
during a treatment session

Problem Possible causes Corrective actions

• ���Unplug the device from its power source. Replace  
the medicine cup. 

• ���Unplug the device from its power source. Empty the 
device chamber then refill it with 45 mL of distilled water.

• ���Unplug the device from its power source.  
Remove and dispose of all medicine cups.  
Insert new medicine cup into device chamber  
and fill with 1 ampule of TYVASO. 

2 medicine 
cups

Too high
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Troubleshooting the TYVASO® Inhalation System (continued) 

• �No TYVASO® (treprostinil) Inhalation 
Solution in the medicine cup.

• �Device not connected to a power source.

• �Filter is clogged.

No medicine comes out of the 
device during a treatment session 
(continued)

Difficult to breathe in medicine 
through the mouthpiece

Problem Possible causes Corrective actions
• �Unplug the device from its power source. 

Fill medicine cup with 1 ampule of TYVASO.

• �Connect device to a power source.

Open

Filter

• �Unplug the device from its power source. 
Replace filter (see page 9).

No “click” was heard when attaching 
the dome assembly

Problem Possible causes Corrective actions

• �Multiple medicine cups attached to the 
dome assembly.

• Dome assembly is not securely in place.

• �Distilled water level in the device chamber 
is too high.

• �Unplug the device from its power source.  
Remove and dispose of all medicine cups.  
Insert new medicine cup into device chamber  
and fill with 1 ampule of TYVASO. 

• �Unplug the device from its power source. Screw on 
dome assembly until you hear a “click”.

• �Unplug the device from its power source. Empty 
device chamber then refill device chamber with  
45 mL of distilled water.

Tighten

2 medicine 
cups

Too high
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Specifications

Model ON-100/7

Size 98 x 66 x 105 mm

Weight, control unit 280 g

Types of power supply 120/240V AC wall plug
12V DC car adapter
12V rechargeable battery

Power supply 12V DC, 1.5A maximum

Operating power consumption 18 Watt maximum

Ultrasonic frequency 2.4 MHz (nominal)

Nebulization rate <0.6 mL/min

MMAD (Mass Median Aerodynamic Diameter) 2.0 μm

1 cycle (3 breaths) 18 micrograms treprostinil

Medicine cup capacity 6.0 mL

Contact fluid chamber capacity approximately 45 mL

Electric protection class II Type B

Storage temperature/humidity -5 to 40ºC/20-80% RH

Operating temperature/humidity 15 to 25ºC/40-75% RH

Inhalation Device

ON-100HPA Rechargeable battery

ON-100Z 12V DC car adapter

ON-100N-US AC wall plug

ON-102/1/C Medicine cup

ON-109 Filters

ON-115 Storage box

ON-120/C Plugs

ON-118 Measuring cup

ON-101/C Filter shell

ON-103/1_internat/C Dome assembly with black  
ring and baffle plate

ON-104/C Inhalation piece

ON-105/C Mouthpiece

ON-113 Carrying case

Accessories

TYVASO Inhalation System Starter Kit 12” 3 10” 3 16”

TYVASO Inhalation System Refill Kit 10” 3 6” 3 16”

Packaging Dimensions (Approximate Length 3 Width 3 Height) 
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Glossary

Accessories: Parts of the TYVASO® Inhalation System. See 
page 5.

Ampule: A sealed, lightweight clear plastic vial containing a
1 day supply of TYVASO® (treprostinil) Inhalation Solution.

Baffle plate: A blue plastic piece that fits inside the dome 
assembly. The baffle plate helps create the pressure necessary to 
turn a liquid solution such as TYVASO into particles that are small 
enough to inhale.

Black ring: A round seal that fits on the bottom of the dome 
assembly. The seal ensures that TYVASO does not mix with the 
distilled water in the device chamber.

Cycle: A group of 3 breaths. Each treatment session with TYVASO 
contains between 1 and 4 cycles depending on the number of 
breaths your doctor prescribes.

Device chamber: The hollow portion in the center of the 
inhalation device into which distilled water and the medicine cup 
are placed.

Display screen: A small screen on the inhalation device that 
displays number and letter prompts to guide you through 
your treatment sessions. 

Distilled water: Water that is highly purified so that it 
contains only essential elements.

Dome assembly: The plastic accessory that contains the 
baffle plate and connects the mouthpiece, inhalation piece, 
and filter shells to the base of the inhalation device.

Filter: The white pad that goes into the filter shells.

Filter shells: Plastic accessories that hold the filters.

Inhalation piece: The plastic accessory that connects the 
mouthpiece with the dome assembly. 

Inhalation device: The base of the TYVASO Inhalation 
System to which the accessories connect. The inhalation 
device contains the display screen and lights.

Inhale: How you will breathe in TYVASO with the TYVASO 
Inhalation System.

Medicine cup: The disposable plastic cone-shaped cup into 
which TYVASO is poured. The medicine cup fits inside the 
inhalation device chamber. 

Mouthpiece: The plastic part that you will breathe through 
(using your mouth) to inhale TYVASO.

Plugs: Plastic accessories that are inserted into the openings of 
the dome assembly between treatment sessions. Plugs help keep 
TYVASO from spilling if the inhalation device tips over.

Prompts: The audio and visual signals that help guide you 
through the treatment sessions.

Sensor: The silver object on the inside wall of the device 
chamber. The sensor must be covered with distilled water for the 
TYVASO Inhalation System to function properly.

Specialty pharmacy provider: A pharmacy that carries only 
specialized medicines and medical devices. Your specialty 
pharmacy provider is a good source of information about TYVASO 
and the TYVASO Inhalation System.

Treatment session: One of 4 daily sessions during which you will 
take TYVASO. 

TYVASO: The prescription medicine that you will use with the 
TYVASO Inhalation System.

TYVASO Inhalation System: A system used to inhale the 
medicine, TYVASO. You may only use the TYVASO Inhalation 
System to take TYVASO. 

To review TYVASO Inhalation System components,  
see The TYVASO Inhalation System on page 4.



TYVASO Inhalation Solution is for prescription use only.

TYVASO is a trademark of United Therapeutics Corporation. 

For further questions and information, or to report  
an adverse reaction, please call 1-866-458-6479.
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